
Part Number 
Case 
Style 

Speed 

Clamp 
Voltage Data 

Pairs 

Power 
Only 
Pairs  

LED 
on 
POE 
Circuit 

POE 
Insertion 
Extraction 

CPE/Radio 
Test Port 

Uses 

800-430-APC-HV APC 
Rack 

100 
Mbps 

69 1-2, 3-
6 

4-7, 5-8 √     Cambium 430, 320 

800-444 APC HV APC 
Rack 

100 
Mbps 

69 1-2, 3-
6 

4-5, 7-8 √     Cambium , UBNT 

800-444SS-SMT-HV Outdoor 100 
Mbps 

69 1-2, 3-
6 

4-5, 7-8 √ √ √ Cambium , UBNT 

800-DCSS-APC 
APC 
Rack 

DC 69           DC Power Leads 

800-DCSS-SS Outdoor DC 69           DC Power Leads 

800-GigE-APC-HV APC 
Rack 

1 Gig 69 All NA       Gige with or w/o 
POE 

800-GigE-POE-APC APC 
Rack 

1 Gig 69 All NA √ √   Gige with or w/o 
POE 

800-GigE-POE Outdoor 1 Gig 69 All NA √ √   Gige with or w/o 
POE 

800-GigE-TWR-J-HV Tower 1 Gig 69 All NA       Gige with or w/o 
POE 

800-GigE-TWR-P-HV Tower 1 Gig 69 All NA       Gige with or w/o 
POE 

800-GigE-SS-HV Outdoor 1 Gig 69 All NA       Gige with or w/o 
POE 

800-GigE-TWR-J-HV-
PCB 

PCB 
Only 

1 Gig 69 All NA       Gige with or w/o 
POE 

800-GigE-TWR-P-HV-
PCB 

PCB 
Only 

1 Gig 69 All NA       Gige with or w/o 
POE 

           

 

 

                                                                                        

APC Rack 

Mount Style 

Requires 4 

or 20 slot 

rack 

 

Outdoor 

Mount Style 

– 1 Circuit 

 

Replacement PCB 

for Tower Mount 

 

Tower Mount Style – 8 Circuits 

 


